% - See appropriate Lap Chart,

s

Finished

Roadway Optional extension of

haunch to each stringer
(haunch stops at stringer).

Additional
*5's o 6"

|
N e

Additional #¥5 bars to match
spacing of normal deck

reinforcing pattern

Finished
Sidewalk*\J
'
N
7
“=!! R o~ |
min.
é s
¢ stringer

Extend rebar if haunch
is continued to stringer.

Top of Roadway

Finished
Sidewalk

O I [ R I B =
ﬂ ') Iy ry Jl l [ 5” min. (TyD.)
|
Additional *5's, spaced _: . .,
to match normal deck ° 6" Additional *5 e 6
reinforcing pattern - min.
SECTION B-B
Scale: ¥4 = I'-0"
Notes:
l. Normal deck reinforcing not shown APPROVAL STATE OF MARYLAND
for clarity. .5 Fradne. DIRECTOR DEPARTMENT OF TRANSPORTATION
OFFICE CF BRIDGE DEVEL

2.Wood forms may be used in the area

of the scupper as approved by the DATE: 8/7/98
Engineer. REVISIONS
3. Type I scupper shown. A FrA
10-22-03

STATE HIGHWAY ADMINISTRATION
OFFICE OF BRIDGE DEVELOPMENT
BRIDGE DECK REINFORCEMENT
PATTERN IN SCUPPER AREA FOR
SCUPPER TYPES I, IA, IV AND ¥ AT SIDEWALK

FHWA APPROVAL
DATE:

STANDARD NO. BR-SS(6.29)-85-17I SHEET | OF_| _

MHOM JLIYINOD H¥3dNS




